5. SETUP MODE L1 L1

Coin Counter Ticket Counter
5—1 Function of Control Panel (SW1, SW2, SW3) .
1) S/W1 : a) Entering Setup Mode. Setup Enter Test
b) Push SW1 two times and return to upper menu. @@ @
2) S/W2 : a) Adjusting each Setup value.
b) Service coin switch VOLUME S/W1 S/W2 S/W3 AC POWER
3) S/W3 : a) Entering each Setup menu

5-2 How to setup.

5-2.1 Press SW1 to enter into Setup Mode.

5-2.2 Press SW3 and enter each Setup menu.

5-2.3 Press SW2 and adjust each setup value.

5-2.4 Press SW1 two times to save the setup and return to Game Mode.

setup Mode Flow chart

BONUS FND (MODE) MAGIG FND (Setting value displayed)

Coins per credit
QHP EBEB Range : 0~9 / default : 1
No of accumulated Bonus per credit/game
L) Y/ Range : 0~10 / default : 0
] Bonus ticket start value
N/ Range : 0~1,000 / default :1000

@BE 00 Maximum Bonus ticket value

Range : 0~1,000 / default :1000
HH m maigic bonus start value
@BE 1 Range : 0~200/ default :——
] magic bonus end value
WHH {Q Range : 0~500 / default : ——
q@ q HHHE Half ticket ( 1: normal, 2:D&B )
., default :1
HBE QEBE demo sound (0,1,2)
L, I/ Y Range : 0~2 / default : 1
BBB QBBB Error sound
A/ .y e, Range : 0,1 / default : 0
H Wheel Motor Speed
| QBBB Range : 100~255 / default : 255
H HH (] payout ticket
B Range : 3~50 / default : 30
qﬁ HH ] big score
Range : 1~200 / default : 70

* Demo sound on/off (0,1, 2)

* No 0 ——> Demo sound off.

*No 1 —> Playing demo sound once every 3min.

* No 2 ——> Playing demo sound continuously.




5-3. Flow chart
* Setup Mode

ON

B3958E

Confirming Adjust mode.

To activate Adjust mode, Press & hold SW1 + SW3 at the same time while turning on the power.
It gives 1 piays automatically for Adjust.

This mode Is relevant to payout rate and stopper accuracy of the score decislon by analyzing
Its mechanical condition of wheel motor & stopper.

Confirming Calibration mode.

To activate calibration mode, Press & hold SW2 + SW3 at the same time while turning on the power.
It gives 10 plays automatically for calibration.
This mede is relevant to payout rate by analyzing its mechanical condition of wheel motor & stopper

Dip. S/W ) Need to Adlust machine
No.4 ON - Wheel AdJUSt check mode 11 When it does not match between the
No.5 ON - Wheel Point check mode position of stopper and glven ticket(s).
No.6 OFF — CHINA
On - USA Need to calibrate machine

No.7 On - JP pOyOUt ratio COUﬂUﬂg mode 1) when machine is installed in first place

: . . . ’ 2) in case payout is incorrect
No.8 On - Tickets automatically dispensed. 3) When Drop Assy is changed mechanically.




5-4 The no. of ticket to each path and wheel

P1-30 tickets

(MAIN BOARD DIP SW)
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P-2 25 tickets

(MAIN BOARD DIP SW)
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P-3 20 tickets

(MAIN BOARD DIP SW)
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t-2 500
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t-5 200
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5-4 The no. of ticket to each path and wheel
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P-5 8 tickets

P-6 4 tickets




5-4 The no. of ticket to each path and wheel

P7 - 35 tickets

(MAIN BOARD DIP SW )
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12345678

t-2 1000
-3 1000
1-4 300
t-5 500

P-8 40 tickets

(MAIN BOARD DIP SW )}
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5-5. How to clear existing setup value.

5-5.1 Turn on machine while SW1 being pushed to enter into Clear Mode.
5-5.2 Press SW2 and clear the data.

5-5.3 Press SW3 and enter each setup menu.

5-5.4 Press SW1 two times to save the setup and return to Game Mode.

* Clear Mode
Ticket Owed Fnd Bonus Fnd

BQ ’: E D D — GClear the accumulated Bonus Tickets in Bonus FND

f@% ’: E D ’: — Stop Ticket Dispense from Ticket Dispenser.

@B% ’: E ': ’: — Clear the Ticket Payout.
H E g ’: — Clear the Credits.

BB ] ’: E D D — Clear the all Set-up value and return to default setting.

1-5. Error modew

TICKET OWED Fnd

EEBE Malfunction of ticket dispenser / Empty ticket (In case of over 1000
A S/Y SN/ X unpaid tickets).

HBBB Drop motor does not work / Malfunction of Drop up sensor
g@gg Drop motor does not work / Malfunction of Drop down sensor
qﬁﬁ Drop solenoid does not work / Malfunction of Stopper sensor

HB@H Wheel motor does not work / Malfunction of sensor board
QEB'H Activated “Tilt switch- / Machine shake during playing
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6 Test mode

6-1. The first step of Test Mode.

6-1.1 Press SW3 to enter into Test Mode.
6-1.2 Press SW1 to enter into each Test Menu.

6-1.3 Press SW2 to operate each Test menu.
6-1.4 Press SW3 two times to save the setup and return to Game Mode.

Ticket Fnd Bonus Fnd

=0

1 —LON/OFF(D=OFF/ |:0N)

MODE MENU

NO.| Ticket Fnd Content NO. Ticket Fnd Content
1 |m] DROP MOTOR Test off 11 Led & Fnd Test Off
2 , DROP Motor Test on 12 QE Led & Fnd Test On
3 H ] wheel Motor Test off 13 ) [] Sound Test Off
4 BE Wheel Motor Test on 14 ' Sound Test on
5 [] DROP SOLENOIDE Test Off 15 | [] Counter Test Mode
6 E E DROP SOLENOIDE Test on 16 B E Ticket Counter On
7 ] 1P Ticket Dispensor Test Off 17 H Coin Counter On
8 BE' 1P Ticket Dispensor Test On 18
9 q [] 2P Ticket Dispensor Test Off 18
10 BE 2P Ticket Dispensor Test On 20
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6—2.Sensor And Switch Test

- Sensor and Switch operation conformity check

NO. CONTENT TICKET OWED FND
1 1P ticket dispenser sensor BBE@
) 1P ticket empty switch B E B E
3 2P ticket dispenser sensor gggg
4 2P ticket empty switch ngg
5 Start Button H E g B
6 1P coin sensor %
7 2P coin sensor EEBB
8 setup button %
g sevice button B@gg
10 test button gggg
11 Wheel left sensor EBBB
12 Wheel right sensor gggg
13 Wheel point sensor EBBB
14 drop up sensor %
15 drop down sensor EBEB
16 stoper left sensor BEBE
17 stoper right sensor BBBE
18 Tilt Switch EQBB
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