
	[image: ]
	[Testing sensors of Pixel Chase]



Q1. Score goes up even if balls aren’t thrown.  
A1. Enter “TEST MODE” and test sensors. 
☞ How to enter “TEST MODE”
· Press “MODE” button for 3 sec. and move to MENU LIST
· Press “DOWN” button to move to No.2 TEST MODE.
· Press “SELECT” button to enter TEST MODE.
· [image: ][image: ][image: ]Move to No. 6 SENSOR CHECK and press “SELECT” and test sensors. 
         



[image: ][Targets – sensor module ]

It is normal that LED lights of 16 target holes are off.
Please try to detect the sensor by throwing a ball into each hole.
If lights of a specific hole keep blinking or lights is on even if a ball isn’t thrown, the sensor may have a problem.
Clean the sensor in problem with cotton swabs.
■ Refer to how to clean the sensor in the next page. 



Q2. How to clean sensors?
      Wipe the sensors with alcohol with a cotton swab through the three holes on the left and right sides.
      (If you don't have alcohol, you can clean it with a clean cotton swab.)
 Caution! Don't hardly wipe the sensors. 
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Q3. How to replace a sensor board 
(Note! Have a professional technician replace it. )
A3. Follow the next instruction 
a. Open a REAR CASE back door
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b. Unscrew bolts marked in red circles.
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c. Disconnect a wire. 
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d. Detach the sensor module from the front.  
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e. Unscrew the flat head bolts on both sides.
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f. Disassemble the metal bracket and the vacuum.
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g. Completely unscrew the 8 screws marked in red below. And, disassemble the metal bracket and sensor boards..
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h. Replace the faulty sensor to a new sensor. 
[image: ]LED BOARD(BBB)
LED BOARD(BBB)
Replace TX BOARD(Transmitter) &
RX BOARD(Receiver) 
Pay attention the arrow should face the outside. 
Pay attention the arrow should face the outside. 


i. Assemble it in the reverse order.
Warning! LED can be damaged if the arrow on the board faces the opposite side.
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